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CAPITOL REGION COUNCIL OF GOVERNMENTS, CT
[bookmark: _GoBack]Solicitation 701 Recycling Bins
Due Date:  February 20, 2020 at 3:00 p.m. 



EXCEPTIONS

The Multi-System Design “MSD” refuse containers manufactured by Otto Environmental Systems (NC), LLC are injection-molded with numerous premium features.  The design specifications of the Otto MSD containers will meet virtually all the specifications outlined in this bid request.

DELIVERY ARRANGEMENTS:  All recycling bins shall be delivered to various locations specified by each ordering Town within one week for 14, 16 and 18 gallons, and within 4-6 weeks for 64/65 and 95/96 gallon roll-out carts after receipt of a purchase order. 

Otto offers a 30-45 day delivery, ARO, for the recycling bins and the 65/95 gallon containers.

Otto offers Assembly and Distribution services.  Unloading the containers is an option available when Assembly and Distribution is included. 

Weight:  Curbside 14, 16 and 18 gallon bins:  Minimum 4 pounds
64/65 gallon and 95/96 gallon roll-out carts:  minimum 40 lbs., fully assembled

Otto’s 18 gallon recycle bins have a minimum weight of 3.7 lbs.

Otto MSD-65E “Edge” containers have an assembled weight of 30.34 lbs. and the MSD-95E “Edge” containers have an assembled weight of 39.98 lbs.  Though minimally lighter than specified, the 65 and 95 gallon containers surpassed all national ANSI standard testing. 

Wall:  Minimum thickness for walls: 175 mils and minimum thickness for bottoms: 185 mils.

The wall thickness requested in the bid of .175” throughout the body and .185” for bottoms are features that are of nominal concern to overall stability and functionality of industry standard automated containers. The Otto MSD-95E “Edge” container has an average wall thickness of .15” and the Otto MSD-65E “Edge” containers have an average wall thickness of .14 inches.  Though minimally thinner than the bid’s specification, our containers have readily passed rigorous ANSI-compliant durability and performance testing.  Our 18-gallon bin has an average wall thickness of .075”.  
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