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First Offer
Crafco RoadSaver 221 sealant is a hot-applied asphalt based product used to seal and fill cracks and joints in asphalt or Portland cement concrete pavements in hot to cold climates. RoadSaver 221 is supplied in solid form which when melted and properly applied forms a resilient, adhesive and flexible compound that resists cracking in the winter and is resistant to flow and pick-up at summer temperatures. RoadSaver 221 is used in highway, street, and airfield pavements and is applied to pavement cracks and joints using either pressure feed melter applicators or pour pots. At application temperature RoadSaver 221 is a free flowing, self-leveling product. RoadSaver 221 is a widely used, excellent performing sealant that has been a quality Crafco product for over 30 years. VOC = 0 g/l.
(Please refer to RoadSaver 221 Product Data Sheet)
ALTERNATE BID 1 PG Binder & Fibers- $.87/lb.
For those agencies preferring a cost-effective option to the ASTMD 6690 rubberized material, PG 64-22 binder with 6 to 8% polyester reinforcing fibers has been a proven performer throughout the northeastern United States. In an over-banded application, the superior elastic recovery and adhesion properties of the asphalt binder reduces sealant failures as compared to more brittle materials. Additionally, the polyester reinforcing fibers further enhance long term performance by better distributing the tensile stresses caused by both traffic and thermal expansion/contraction than unreinforced materials.
ALTERNATE BID 2- $1.25/gallon
Crafco Fiber Asphalt 548P3 is a fiber modified, hot-applied asphalt based product used to fill cracks in asphalt concrete pavements in moderate climates. Fiber Asphalt 548P3 is supplied in solid form which when melted and properly applied forms a highly adhesive compound that strongly bonds to pavement cracks. Fiber Asphalt 548P3 can be used in highway pavements. It should be applied to pavement cracks using pressure feed melter applicators. At application temperature, Fiber Asphalt 548P3 is a high viscosity, non-self-leveling product. Since Fiber Asphalt 548P3 is a plant blended product, problems associated with field blending of fibers are eliminated. VOC = 0 g/l. 
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Equipment List
-  (3) EZ1000 Series ll CrafCo Melter
- (3) 185 CFM Air Compressors
- Hot air lance
[bookmark: _GoBack]- Hot pour wand
- (3) Flat bed trucks
- GMC 580 Truck
- Bear cat 250 Melter
- Additional Equipment available if needed
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