A&A  Asphalt, L.L.C.

www.paverepair.com
1031 Tolland Tpk suite 0-180, Manchester, CT 06042
Office  860-742-9860  

MANCHESTER, CONNECTICUT                                                                                                                 CHARLES CITY, VIRGINIA
NORTH EAST OFFICE                                                                                                                                      SOUTH EAST OFFICE

 September 25, 2019
RE: CRCOG Crack sealing methods and materials

We will provide the following services as our base bid;

Traffic control consisting of signs and non uniform flaggers

Clean Cracks using, Air compressor, heat lance if needed, wire brush, hooks, scrapers if needed, brooms
Seal using ASTM D1190 hot pour rubber, Manufacture would be either Seal Master, Neyra.

Or at the option of the town poly fiber as manufactured by Seal Master.

Installation would be using an indirect heated, agitated double jacketed Melter. We would use either a pressure feed heated hose wand or mobile pour pots. 2”+- over band after cracks are cleaned
Cover material would be a liquid detackafier, glenzoil or equal or at the option of the customer Black Beauty (boiler Slag)

We can also provide Routing of cracks for an additional $ .10 per lineal foot

We will also provide surface sealing with asphalt emulsion (not coal tar) for$ .12-.25 per square foot

We will also provide a surface treatment of liquid road for an additional $3.5 to 6.00 per square yard

We also offer a discount of 5% if traffic control is not required.

We can also consider any other special requests each user agency would like us to
AN EQUAL OPPORTUNITY / AFFIRMATIVE ACTION EMPLOYER


